
Size:	 	 Fits in 1-gang masonry box.
Dimensions: 	 1-3/4"x2,75"x2.5" (45mm x 70mm x 64mm) (WxHxD)
Face Plate:	 Stainless Steel 2.75" x 4.5" (70mm x 114mm)
	 	 with plastic decal (may be customized)

CONTROLLER

CONTROLLER
1-GANG

ELECTRICAL BOX

WALL

IF NECESSARY
USE PLASTIC SPACERS

TRIMMED TO MAKE FRONT
PANEL OF CONTROLLER SIT
FLUSH WITH WALL SURFACE

SECURE CONTROLLER
TO BOX

WITH  2 SCREWS

SLIDE KNOB
ONTO POT SHAFT

AND LOCK IT
IN PLACE

SECURE FACE PLATE
TO POT SHAFTS
USING POT NUT

FACE PLATE
REMEMBER TO PEEL OFF

PROTECTIVE FILM

SDH-2-HP
CONTROLLER
(REAR VIEW)

REMOTE PAUSE
(OPTIONAL)

REMOTE START/STOP
(OPTIONAL)

3.9 kohm
RESISTOR

HEATERS
or other load

WIRING 
UP TO 500 FT

(150m)

FUSED LINE
1,2 or 3 PHASE CONTACTOR

WIRING EXAMPLES
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IMPORTANT !

PLEASE REMEMBER TO CHECK 
THE MODEL SUPPLY VOLTAGE 
BEFORE CONNECTING POWER.

INCORRECT SUPPLY MAY 
DAMAGE THE CONTROLLER.


