
ALL CLOCKS INCLUDE REMOTE CONTROL

TECHNOLOGIES INC.

Mechanical
Specifications

Marine Waterproof

2.3" St. Steel Enclosure
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Straight 6-digit model ( standard colors: grey, black, white )

with same size seconds

with smaller seconds 
( upper or lower )

Enclosure series 732S23WP and 723SX23WP ( or 732S23FLWP and 723SX23FLWP )

Enclosure
series
732S23WP

Enclosure
series
732SX23WP

732S23FLWP
or 732SX23FLWP

Enclosure series
732S23FLWP
or 732SX23FLWP

Permanent surface mounting
with hidden bolts

Short power cord with flat plug shown.
Optional Long cord or Screw terminal
for power connection available.

Water-tight
window gasket
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KERA Technologies Inc.          

web: www.ledclocks.com         E-mail: sales@ledclocks.com

SELENA
LED  Digital Clocks

Model with internal power supply

Model with external power supply

1-13/16"

3-5/8"

Optional External power source or
Wall Plug-in transformer 
for power .
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Water-tight
cable feed

Water-tight
cable feed

Power cable Optional
control cable

Optional keyholes for wall hanging

Optional
control cable

Water-tight
window gasket

#6-32 (M4)

MACHINE or

WOOD SCREW

( 4 PCS )

PLASTIC CAP

( 4 PCS )

WALL

or

PANEL

Permanent flush mounting
with hidden bolts

#6-32 (M4)

MACHINE or

WOOD SCREW

( 4 PCS )

PLASTIC CAP

( 4 PCS )

WALL

or

PANEL

Flush mounting
with retaining springs

WALL

or

PANEL

FLUSH MOUNT
SNAP SPRING

( OPTION # 906S )

16.50"

1-13/16"

3-5/8"

Optional keyholes for wall hanging
16.50"


