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0.20" DIA to 0.25" DIA
ON SOME MODELS

0.20" DIA

BLIND
END

SENSOR
LOCATION

SENSOR
LOCATION

1.00" 

0.5" 0.55" 

0.20" 

0.15" 1/8" 
NPT 

THREAD

0.20" 

0.20" 

4" to 10" ( standard ) 

4" to 10" ( standard ) 

METAL TUBE TYPES:
BLACK ANODIZED ALUMINUM

STAINLESS STEEL
CHROME/NICKEL PLATED BRASS

-  BLACK PAINT OR BLACK ANODIZED ALUMINUM

-  STAINLESS STEEL

-  CHROME/NICKEL PLATED 

-  BRASS

NTC PROBES SERIES: NA7XXXKBYYYYBLK

NA7XXXKBYYYYSS

NA7XXXKBYYYYCHR

NA7XXXKBYYYYBRS

NTC PROBES SERIES: NA7XXXKBYYYYSHD  -  BRASS

EPOXY FILLTEFLON OR PVC JACKET
22 AWG STRANDED

TEFLON OR PVC JACKET
22 AWG STRANDED

0.20" DIA

BLIND
END

SENSOR
LOCATION

1.00" 

0.20" 

39" ( standard ) 

METAL TUBE TYPES:
STAINLESS STEEL

CHROME/NICKEL PLATED BRASS

-  STAINLESS STEEL

-  CHROME/NICKEL PLATED

RTD PROBES SERIES: PT1000TC39525MMSS

PT1000TC39525MMCHR

EPOXY FILLTEFLON OR PVC JACKET
22 AWG STRANDED

0.20" DIA

BLIND
END

SENSOR
LOCATION

1.25" 

0.20" 

4" to 10" ( standard ) 

NYLON TUBE

NTC PROBES SERIES: NA7XXXKBYYYYNYL  -  NYLON

EPOXY FILL

EPOXY FILL

TEFLON OR PVC JACKET
22 AWG STRANDED

0.21" DIA

BLIND
END

SENSOR
LOCATION

1.28"

0.20"

96" ( standard )

SS TUBE

NTC PROBES SERIES: NA7XXXKBYYYYSSBRA  -  STAINLESS STEEL

RUBBER
SLEEVE

PVC JACKETPVC JACKET
22 AWG

STRANDED

EPOXY FILL

0.30" DIA

0.16" DIA.
HOLE

0.15" DIA.
HOLE

SENSOR
LOCATION

SENSOR
LOCATION

CHROME/NICKEL PLATED
BRASS

CHROME, NICKEL 
OR TIN PLATED

BRASS

1.00" 

0.70" 0.20" 

4" to 10" ( standard ) 

NTC PROBES SERIES: NA7XXXKBYYYYRDT -  BRASS

NTC PROBES SERIES: NA7XXXKBYYYYSQT -  BRASS

TEFLON OR PVC JACKET
22 AWG STRANDED

0.20" 

4" to 10" ( standard ) 

TEFLON OR PVC JACKET
22 AWG STRANDED

GENERIC NUMBER:

HHHXXXKBYYYYZZZVVV
HHH = Model Series
XXX = Resistance
YYYY = Beta factor
ZZZ = Housing type
VVV = Housing material (optional)

KERA Technologies Inc.

0.15" 

0.275" 

EPOXY FILL

0.13" DIA

SENSOR
LOCATION

0.5" 

0.20" 

4" to 10" ( standard ) 

NTC PROBES SERIES: NA7XXXKBYYYYDRP -  EPOXY RESIN

TEFLON OR PVC JACKET
22 AWG STRANDED

0.21" DIA

BLIND
END

SENSOR
LOCATION

1.75" to 2.00"

0.20"

25 FT. ( standard )

SS TUBE

RTD PROBES SERIES: PT1000TC38550MMSS  -  STAINLESS STEEL

HEAT SHRINK
SLEEVE

PVC JACKETPVC JACKET
20 AWG

STRANDED


